BREAKAWAY SYSTEMS FOR CONSTRUCTION ZONE SIGNS D-704-8
3 LB/FT U POSTS

FLANGED CHANNEL

A STEPS OF INSTALLATION
Retainer Strap 1. A) Drive anchor unit to within 12" of ground level.
B) Proper assembly established by Ilining up the top 34" slot of
retainer spacer strap with top hole of anchor uni+t.
- C) Assemble strap to back of anchor unit using 3g"-16 UNC x 2.0"
long bol+t, lock washer and nut.
4" D) Rotate strap 90° to left.
2. A) Drive anchor unit to 4” dimension.
B) Rotate strap to vertical position.
K 42" 3. A) Place 3"-16 UNC x 2” bolt, lock washer & nut in
bottom of sign post to facilitate alignment of
sign post with proper hole in anchor unit (this

Notes
1. Use 3 Ib/ft riser anchor units
and risers
2. Driven riser posts shall be at
least 7' long and embedded
at least 3.5,
3. A splice shall overlap a
minimum of 18".
4. Use 4 bolts %" diameter with washers
and nuts. Two at top and two at
38" coincides with the bottom 34’ slot in the strap). bottom of splioe. .
. 5. Anchor unit for guy wires
B) Alternately tighten two connector bolfts. T shall be no more than 4"
4. A) Complete assembly by tightening 34"-16 UNC x 2” B
Y 8 - <7 above ground and embedded

long retainer bolt (this fastens sign post to at least 3.5'.

Anchor unit

° retainer spacer strap).
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—»‘ - 5/8”

See note #4

1"

|
See note #3 Anchor 115 )
unit 0.16
—4 Lf’\3/4”
See note #1C Ug%z%S*ibQE?;%“ Riser post
Drill 34" - (located on
See note #1B dia. holes the back,
non—impact,
Posf/Amohora 11, , side)
Assembly Details 1
ﬁ Riser post T I%" *
(located on 5
Strap is on front Retainer 17 Tl +the back 18" M1 %
side of post and - ’ n
on back side of 1 Drill 34" non—impact. i % + Ground
anchor unit . |, side) ‘ i
See Post/Anchor dia. holes (R 1 * line
Assembly Details 4&7 .
—TTRS - o ‘ " /‘
See note #4—| [ Post = ? , % + 16" Min 1175
i ¥t  TTRTATT A
See note #3x< 20" Max 4£7 +
SRS TR iy ¢ —F Ny 3.5 Min
Lﬁ:ﬁgmd/ _ Anchor unit - ) N > )‘/ S J
38 172 Anchor unit
Ground
line L 1]
Front View Side View 3.5" Min "
Sign Post Assembly Detai l A UfCh%mQ?(‘mSg‘ ce
Anchor P
unit 1INl
NORTH DAKOTA .
;o ;g R} U-Channel Splice DEPARTMENTOSingj/;:SPDRTATION ;S;ZT:Z‘C%?e?;ngz
" 0 = = < o
| QE' [qb] HH | EE/)/EB— |1 e A I - L e Option 1 REVISIONS and sealed by
SN R PP '4; 1.938" 8’ 5’62” ﬂo 875" Sz IxZ(8.e i %gﬁ Gz DATE CHANGE
4 . ) ) N E gﬁ g~ - 03-07-01|Revised U-post details MARK S GAYDOS
0.375" ‘ 1516 x 3.125"| 16 | 2.00 | 179 | 590 | 225 11-21-02|Deleted perforated tubg) Registration Number
0.375" " /| 1532 x 3.125"| 124 | 2.25 | 201 | 648 | .254 05-08-03 |Revised U-Channel PE—4518
T T < £ T l 1.562 x 3.125"| 132 | 2.50 | .233 | .748 | .289 12-01-04 SLE" oo added ’
L T [ 1578 x 3.125"] 140 | 2.75 | .271 | .819 | .329 06-29-08 |Rov i oog £ lameed chamell  ON 06/29/05 and the
* I T T J 1.750 x 3.500"| .150 3.00 372 .918 .403 note 9 . .
L 17.125" - 1.750 x 3.5007] 175 | 4.00 | 500 | 1.190_| 560 original document
. . is stored at the North
Retainer/Spacer Strap Detai l Dakota Department
of Transportation

1/21/2005 8:30:52 AM S:\SUPPORT\DESSTD\D704-08. dgn



